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Standard fork tilt device

; i Outside width Inside width
itheight(nm) | Mastype JpouSR At benmoution ()
CQDM12/15-810 1400/2000/2500/3000/3300/3600/4000 Standard 2-STAGE
200-755 0-555

CQDM12/15-810 3700/3900/4200/4500 FULL FREE 3-STAGE

Max lift height more than 3300 tilting device can not accept.

GODM12/15-810

Model CcQbM12/15 cabmi12/15
Configuration No. 810 810

‘ Type | . Reach | Reach
Mast type Standard 2-Stage Full free 3-Stage
Load capacity kg 1200/1500 1200/1500
Load center mm 500 500
Wheel base mm 1332 1332
Operating type Walkie Walkie
Wheels type PU PU
Vsl qurch /é’;;“,‘.:gim'f o2 102
Reach distance mm 0-425 0-425
Standard lift height mm 1400/2000/2500/3000/3300/3600/4000 3700/3900/4200/4500
Max.extend height mm 2235/2835/3335/3835/4135/4435/4835 4580/4780/5080/5380
Mast lowered height | mm | 1490/1790/2040/2290/2440/25%90/2790 | 1870/1940/2040/2140
Lowered fork height mm 55 55
Fork size(length/width/thickness) mm 1070/100/40 1070/100/40

‘ Overall length [ mm l 2440/2896 | 2440/2896
Overall width mm 1083 1083
Qutside width between forks mm 200-755 200-755

| Tt of fork(F/B) [ mm | s ' 5
MinTurning radius mm 159672040 1596/2040
Min.Aisle width for pallets 800x 1200 2620/3050 2620/3050

" Min.Aisle width for pallets 1000x 1200 [km/h | 2645/3075 . 2645/3075
Min.ground clearance mm/s 60 60
Travel speed,laden/unladed % 5/5.5 5/5.5
Lift speed,laden/unladed 130/230 130/230
Lowering speed,laden/unladed kw 1307230 130/230
Gradeability,laden/unladed v 3/5 3/5
Drive motor/Lift motor/Steering motor AC1.5/DC3.0/DC0.15 AC1.5/DC3.0/DC0.15
Battery voltage 24 24

‘ Battery capacity [ . 280 . 280
Brake kg Electromagnetic/Regenerative Electromagnetic/Regenerative
Controller kg CURTIS CURTIS
Battery weight 235 235
Service weight with battery 2100 2200

* Details of specifications and equipment are based on information available at time of printing and may change without notice.
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